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GENERAL INFORMATION HOW TO ORDER

The following pages contain Randall standard pil-
low block models presently in production. Many 
new models and variations of models shown are 
available, and Randall can produce numerous shaft 
sizes other than those shown as standard. Should 
you not ýnd the exact unit to suit you requirements, 
contact Randall.

Our full time engineering staff is here to save you 
time and money!!

Over 50 years of faithful service to the bearing 
industry has developed sound business and en-
gineering practices which have made Randall a 
respected leader in the production of precision 
bearings.
It should again be stressed . . . . . . . . . . .

If you cannot ýnd the unit to meet you exact needs 
in the following pages, CONTACT RANDALL.

Randallôs primary interest is to give you more qual-
ity for you dollar. Our continuing research and 
development program is constantly searching for 
product improvements and cost savings that can 
be passed on to the consumer.

Many of the existing standard RANDALL PILLOW 
BLOCK models were developed originally as a 
special new design to meet a particular customer’s 
needs.

PILLOW BLOCK ASSEMBLY

STANDARD MODEL
Use the assembly number as shown for each se-
ries.

STANDARD VARIATIONS
Use complete assembly number with changes to 
assembly number as shown on individual catalog 
page. (See page 5 for explanation of code letters.)

SPECIAL VARIATIONS
Contact factory. Innumerable variations are avail-
able. If  you do not ýnd the exact unit for you needs, 
let our qualiýed engineers and bearing specialists 
aid you with you application.

REPLACEMENT BEARING
CARTRIDGES (PAGES 15-16)

Select model, and shaft size, and lube ýtting as 
shown. If cartridge liner is desired, see page 15 
for proper part number, and indicate whether you 
desire liners to be assembled on the cartridge. 
(Liner #1145 is never assembled.) Liners may be 
purchased separately if so desired.

ACCESSORIES
Order by number shown.

Randall pillow blocks and accessories are 
guaranteed to be free of any imperfection in 
workmanship or material. Any Randall product 
deemed unsatisfactory should be returned - 
prepaid - within 90 days. Our bearing special-
ists will inspect the product and, if found to be 
faulty in workmanship or material, replacement 

will be made free of charge. Although standard 
Randall bearings are designed for minimum life 
of 10,000 to 15,000 hours, we cannot accept re-
sponsibility for failure where we have no control 
over such factors as shaft speciýcations, appli-
cation, environment, installation or lubrication.

THE                     GUARANTEE
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HOW TO READ THE PRODUCT ASSEMBLY NUMBER

Indicates exact pillow block housing, þange or bracket

Indicates exact spherical ball
Indicates exact type of bearing; graphited, sintered, etc.

Indicates shaft size, 1/16” increments
Indicates mount position of lube ýttings
Indicates lubrication accommodations
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MOUNT POSITIONS
OF LUBE FITTINGS

LUBRICATION
ACCOMMODATIONS

LUBE FITTING OUT TOP

LUBE FITTING OUT SIDE

LUBE FITTING OUT BOTTOM

2 bolt þange
LUBE FITTING OUT AT BOLT HOLE

	 2 bolt þange	 3 bolt þange	 4 bolt þange
LUBE FITTING OUT MIDWAY

BETWEEN BOLT HOLES

2 BOLT FLANGES ONLY
LUBE FITTING OUT 45o FROM

BOLT HOLE (LEFT)

WHENEVER MOUNT POSITION
IS NOT APPLICABLE

STANDARD OIL CUP

NO OIL - 1/4” HOLE ONLY

NO OIL - 1/4” NPT HOLE ONLY

STANDARD GREASE FITTING

NO GREASE FITTING - 1/4” HOLE ONLY

NO GREASE FITTING - 1/4” NPT HOLE ONLY

NO LUBRICATION PROVISION
(SINTERED BEARINGS ONLY)

NO FITTING - 1/8” NPT HOLE ONLY

1/8” NPT PIPE PLUG INSTALLED

WHENEVER NO SUPPLEMENTAL LUBE
ACCOMMODATION IS REQUIRED
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“E” SERIES STRAP TYPE

STRAP TYPE WITH LINER

STANDARD UNITS ARE OIL LUBRICATED WITH OIL CUP EXTENDED AS SHOWN ABOVE.

MODEL STRAP
MATERIAL

DIMENSIONAL DATA (INCHES)

EG

EA

EC

EE

EF

18 GA–STEEL

16 GA–STEEL

12 GA–STEEL

3/16” GA–STEEL

1/4” GA–STEEL

1/2

15/16

15/16

2

2 3/16

1

17/8

2 5/8

4

4 3/8

A B C D F G K L

S
E

E
 IN

D
IV

ID
U

A
L

S
H

A
FT

 S
IZ

E

1/2

11/8

15/16

13/4

2

2 3/16

4

41/2

7

8

111/16

3 1/8

3 5/8

51/2

6 1/2

13/64

21/64

13/32

33/64

33/64

9/32

7/16

17/32

3/4

3/4

GRAPHITED CAST BRONZE BEARING
SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/2”

5/8”

3/4”

7/8”

15/16”

EA-UA-G08-HA

EA-UB-G10-HA

EA-UD-G12-HA

EA-UF-G14-HA

EA-UR-G15-HA

11/4”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

1”

1”

11/4”

11/4”

11/4”

11/2”

11/4”

11/4”

EA-UR-G16-HA

EC-RB-G16-HA

13/16”

11/4”

17/16”

111/16”

13/4”

EC-RW-G19-HA

EC-RW-G20-HA

EE-QB-G23-HA

EE-QB-G27-HA

EE-QB-G28-HA

21/2”

115/16”

31/2”

31/2”

37/8”

2”

2”

EF-PA-G31-HA

SINTERED BRONZE BEARING
SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/4”

5/16”

3/8”

7/16”

1/2”

EG-YA-S04-XN

EG-YB-S05-XN

EG-YC-S06-XN

EG-YD-S07-XN

EG-YE-S08-XN

5/8”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

1/2”

5/8”

11/16”

3/4”

11/4”

11/4”

5/8”

5/8”

EA-UA-S08-HA

EA-UA-S10-HA

3/4”

7/8”

15/16”

1”

1”

EA-UC-S12-HA

EA-UF-S14-HA

EA-US-S15-HA

EA-US-S16-HA

EC-RB-S16-HA

11/4”

13/16”

11/4”

11/2”

11/2”

11/4”

11/4”

EC-RC-S19-HA

11/4” 13/4”EC-RQ-S20-HA

VARIATIONS
MOUNT POSITIONS                LUBE FITTINGS

MODEL

EG

EA

EC

EE

EF

X

H

H

H

H

N

A

A

A

A

E

E

F

F

F

F

B

B

B

B

H

H

G

G

D

D

H

H

C

C

N

N

D

D

C

C

SEE PAGE 5 FOR DETAILS

NOTE: EG UNITS ARE AVAILABLE ONLY WITH
PLASTIC “E” LUBRICATION.

RUBBER LINER CUSHIONS THE BEARING
REDUCES NOISE & VIBRATION

VARIATIONS
MOUNT POSITIONS                LUBE FITTINGS

MODEL

EB H A E F B G H N D C
SEE PAGE 5 FOR DETAILS

MODEL EB

MODEL STRAP
MATERIAL

DIMENSIONAL DATA (INCHES)

EB 18 GA–STEEL 1 2

A B C D F G K L

11/8 4 31/8 21/64 7/1611/4

GRAPHITED CAST 
BRONZE BEARING

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/2”

5/8”

3/4”

7/8”

15/16”

EB-UA-G08-HA

EB-UB-G10-HA

EB-UD-G12-HA

EB-UF-G14-HA

EB-UR-G15-HA

11/4”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

1”

11/4”

11/4”

11/4”

11/4”

11/4”

EB-UR-G16-HA

1/2”

5/8”

3/4”

7/8”

15/16”

EB-UA-S08-HA

EB-UA-S10-HA

EB-UC-S12-HA

EB-UF-S14-HA

EB-US-S15-HA

11/4”

1”

11/4”

11/4”

11/4”

11/4”

11/4”

EB-US-S16-HA

SINTERED
BRONZE BEARING
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“G” SERIESUNIT HOUSING

STANDARD UNITS ARE OIL LUBRICATED WITH OIL CUP EXTENDED AS SHOWN ABOVE.

MODEL STRAP
MATERIAL

DIMENSIONAL DATA (INCHES)

GA

GG

GL

18 GA–STEEL

16 GA–STEEL

14 GA–STEEL

1

13/8

15/8

2

211/16

317/64

A B C D F G K

S
E

E
 IN

D
IV

ID
U

A
L

S
H

A
FT

 S
IZ

E 3/4

15/16

11/4

41/16

55/16

53/4

3 1/8

4

43/4

5/16 x 7/16

5/16 x 13/16

13/32 x 23/32

GRAPHITED CAST 
BRONZE BEARING

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/2”

5/8”

3/4”

GA-UA-G08-HA

GA-UB-G10-HA

11/4”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

11/4”

11/4” 1/2”

5/8”

3/4”

7/8”

15/16”

GA-UA-S08-HA

GA-UA-S10-HA

GA-UC-S12-HA

GA-UF-S14-HA

GA-US-S15-HA

11/4”

1”

11/4”

11/4”

11/4”

11/4”

11/4”

GA-US-S16-HA

SINTERED
BRONZE BEARING

15/16”

1”

11/4”

11/4”

7/8” 11/4”

3/4” 11/2”

7/8” 11/2”

1” 11/2”

13/16” 2”

13/16” 2”

11/4” 2”

11/4” 21/2”

15/16” 21/2”

17/16” 21/2”

1” 11/2”GG-RB-S16-HA

13/16” 11/2”GG-RC-S19-HA

GA-UD-G12-HA

GG-RA-G12-HA

GA-UF-G14-HA

GG-RA-G14-HA

GA-UR-G15-HA

GA-UR-G16-HA

GG-RB-G16-HA

GG-RW-G19-HA

GL-NY-G19-HA

GG-RW-G20-HA

GL-NE-G20-HA

GL-NE-G21-HA

GL-NF-G23-HA

VARIATIONS
MOUNT POSITIONS                LUBE FITTINGS

MODEL

GA H V B A E F B G H N

SEE PAGE 5 FOR DETAILS

GG H V B A E F B G H N

GL H V B A F B H N D

D

D

C

C

C

MODEL

GA 5/8” BOLT DIA. (MAX.)

WITH GROMMET

GG 5/16” BOLT DIA. (MAX.)

GL 3/8” BOLT DIA. (MAX.)

When grommets are required, add 1/8” to all 
height dimensions. 

	 MOUNTING
	 GROMMETS
Vibration and sound absorbing 
mounting grommets may be 
speciýed as an option.

See Page 15 for Grommets and Angle 
Washers.
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STANDARD UNITS ARE OIL LUBRICATED WITH OIL CUP EXTENDED AS SHOWN ABOVE.

“J” SERIES 2 BOLT BRACKET

“A” SERIES 2 BOLT FLUSH MOUNT FLANGE WITH LINER

GRAPHITED CAST 
BRONZE BEARING

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/2”

5/8”

3/4”

JN-UA-G08-MA

JN-UB-G10-MA

11/4”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

11/4”

11/4” 1/2”

5/8”

3/4”

7/8”

15/16”

JN-UA-S08-MA

JN-UA-S10-MA

JN-UC-S12-MA

JN-UF-S14-MA

JN-US-S15-MA

11/4”

1”

11/4”

11/4”

11/4”

11/4”

11/4”

JN-US-S16-MA

SINTERED
BRONZE BEARING

15/16” 11/4”

7/8” 11/4”

1” 11/4”

JN-UD-G12-MA

JN-UF-G14-MA

JN-UR-G15-MA

JN-UR-G16-MA

VARIATIONS
MOUNT POSITIONS                LUBE FITTINGS

MODEL

JN 	 M	 A	 E	 F	 B	 G	 H	 N	 D	 C

SEE PAGE 5 FOR DETAILS

MODEL DIMENSIONAL DATA (INCHES)

GA

GG

15/8

2

1/4

5/16

A B C D E F G

INDIVIDUAL
SHAFT 
SIZE

23/32

27/32

19/64

13/8

Rugged 10 gauge steel with rubber
isolating liner for absorbing
	 shock, vibration and noise.

MODEL JN

MODEL AN

MODEL
AA-AB

VARIATIONS
MOUNT POSITIONS                LUBE FITTINGS

MODEL

AA 	 X		  N

SEE PAGE 5 FOR DETAILS

AB 	 X		  N

AN 		  F	 A	 E	 F	 B	 G	 H	 N	 D	 C

H

21/8

25/8

3/4*

7/8

11/4

19/16
*25/32” FOR 7/16” SHAFT SIZE
*13/16” FOR 1/2” SHAFT SIZE

GRAPHITED CAST 
BRONZE BEARING

(MODEL AN)

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/2”

5/8”

3/4”

AN-UA-G08-FA

AN-UB-G10-FA

11/4”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

11/4”

11/4” 1/2”

5/8”

3/4”

7/8”

15/16”

AN-UA-S08-FA

AN-UA-S10-FA

AN-UC-S12-FA

AN-UF-S14-FA

AN-US-S15-FA

11/4”

1”

11/4”

11/4”

11/4”

11/4”

11/4”

AN-US-S16-FA

15/16” 11/4”

7/8” 11/4”

1” 11/4”

AN-UD-G12-FA

AN-UF-G14-FA

AN-UR-G15-FA

AN-UR-G16-FA

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

1/4”

5/16”

3/8”

7/16”

1/2”

AA-YA-S04-XN

AA-YB-S05-XN

AA-YC-S06-XN

AA-YD-S07-XN

AA-YE-S08-XN

5/8”

11/16”

3/4”

3/4”

5/8”

5/8”

AB-WB-S08-XN

SINTERED
BRONZE BEARING

(MODEL AN)

SINTERED
BRONZE BEARING

(MODEL AA & AB)

1/2”

5/8” 3/4”AB-WC-S10-XN

NOTE: AA AND AB UNITS ARE AVAILABLE ONLY WITH PLASTIC “E” LUBRICATION.
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STANDARD UNITS ARE OIL LUBRICATED WITH OIL CUP EXTENDED AS SHOWN ABOVE.

“A” SERIES2 BOLT FLUSH MOUNT FLANGE

GRAPHITED CAST 
BRONZE BEARING

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/2”

5/8”

3/4”

AQ-UA-G08-QA

AQ-UB-G10-QA

11/4”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

11/4”

11/4” 1/2”

5/8”

3/4”

7/8”

15/16”

AQ-UA-S08-QA

AQ-UA-S10-QA

AQ-UC-S12-QA

AQ-UF-S14-QA

AQ-US-S15-QA

11/4”

1”

11/4”

11/4”

11/4”

11/4”

11/4”

AQ-US-S16-QA

SINTERED
BRONZE BEARING

15/16” 11/4”

7/8” 11/4”

1” 11/4”

AQ-UD-G12-QA

AQ-UF-G14-QA

AQ-UR-G15-QA

AQ-UR-G16-QA

VARIATIONS
MOUNT POSITIONS                LUBE FITTINGS

MODEL

AQ 	 Q	 A	 E	 F	 B	 G	 H	 N	 D	 C

SEE PAGE 5 FOR DETAILS

“B” SERIES3 BOLT OFFSET FLANGE

MODEL AQ

GRAPHITED CAST 
BRONZE BEARING

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/2”

5/8”

3/4”

BA-UA-G08-MA

BA-UB-G10-MA

11/4”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

11/4”

11/4” 1/2”

5/8”

3/4”

7/8”

15/16”

BA-UA-S08-MA

BA-UA-S10-MA

BA-UC-S12-MA

BA-UF-S14-MA

BA-US-S15-MA

11/4”

1”

11/4”

11/4”

11/4”

11/4”

11/4”

BA-US-S16-MA

SINTERED
BRONZE BEARING

15/16” 11/4”

7/8” 11/4”

1” 11/4”

BA-UD-G12-MA

BA-UF-G14-MA

BA-UR-G15-MA

BA-UR-G16-MA

VARIATIONS
MOUNT POSITIONS                LUBE FITTINGS

MODEL

BA 	 M	 A	 E	 F	 B	 G	 H	 N	 D	 C

MODEL BA

SEE PAGE 5 FOR DETAILS
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STANDARD UNITS ARE OIL LUBRICATED WITH OIL CUP EXTENDED AS SHOWN ABOVE.

“C” SERIES 4 BOLT FLUSH MOUNT FLANGE

GRAPHITED CAST 
BRONZE BEARING

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/2”

5/8”

3/4”

CQ-UA-G08-MA

CQ-UB-G10-MA

11/4”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

11/4”

11/4” 1/2”

5/8”

3/4”

7/8”

15/16”

CQ-UA-S08-MA

CQ-UA-S10-MA

CQ-UC-S12-MA

CQ-UF-S14-MA

CQ-US-S15-MA

11/4”

1”

11/4”

11/4”

11/4”

11/4”

11/4”

CQ-US-S16-MA

SINTERED
BRONZE BEARING

15/16” 11/4”

7/8” 11/4”

1” 11/4”

CQ-UD-G12-MA

CQ-UF-G14-MA

CQ-UR-G15-MA

CQ-UR-G16-MA

VARIATIONS
MOUNT POSITIONS                LUBE FITTINGS

MODEL

CQ 	 M	 A	 E	 F	 B	 G	 H	 N	 D	 C

SEE PAGE 5 FOR DETAILS

MODEL CQ

GRAPHITED CAST 
BRONZE BEARING

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

1/2”

5/8”

3/4”

CA-UA-G08-MA

CA-UB-G10-MA

11/4”

BEARING
LENGTH

SHAFT
SIZE

ASSEMBLY
NUMBER

STD. LUBE

BEARING
LENGTH

11/4”

11/4” 1/2”

5/8”

3/4”

7/8”

15/16”

CA-UA-S08-MA

CA-UA-S10-MA

CA-UC-S12-MA

CA-UF-S14-MA

CA-US-S15-MA

11/4”

1”

11/4”

11/4”

11/4”

11/4”

11/4”

CA-US-S16-MA

SINTERED
BRONZE BEARING

15/16” 11/4”

7/8” 11/4”

1” 11/4”

CA-UD-G12-MA

CA-UF-G14-MA

CA-UR-G15-MA

CA-UR-G16-MA

VARIATIONS
MOUNT POSITIONS                LUBE FITTINGS

MODEL

CA 	 M	 A	 E	 F	 B	 G	 H	 N	 D	 C

SEE PAGE 5 FOR DETAILS

MODEL CA


